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RadioShack 


www.radioshack.com™ 


32.4 GHz Wireless Video System 



Owner’s Manual 

Please read before using this equipment. 
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□ Features 


Your RadioShack 2.4 GHz Wireless Video 
System adds safety and security to your 
home or business. Use it as a component of 
an audio/video observation system in your 
home to observe your baby’s room or any 
other room in your house, even at night with 
minimal lighting. Use the system in your 
business to monitor low-light store-rooms, 
warehouses, entry/exit-ways, or a reception 
area from one central location. The camera 
can also check activity in your driveway or in- 
terior areas with equal clarity. 

The system’s other features include: 

Audio/Video In and Out Jacks — send and 
receive crisp video and one-way audio wire- 
lessly through your TV or monitor; you can 
also record the action on a standard VCR. 

Built-In 6 LED Lighting — enhances low 
light viewing at a light level of 0.5 Lux at a 
distance of 2m. 

CMOS Sensor — provides superior- 
resolution images even in low-light 
conditions. 

Expandable — add up to 3 additional wire- 
less cameras as your needs grow. 

Portable and Easy To Install — you can 

easily set the system up in almost any loca- 
tion. 

Long Distance Monitoring Camera — 

transmits up to 300 feet clear-line-of-sight. 

Built-In One-Way Speaker and Micro- 
phone — lets you hear your baby or individ- 
uals near the camera. 


PACKAGE CONTENTS 

Please make sure that you have these parts 
before installation: 

• a camera with built-in transmitter 

• a monitor with built-in receiver 

• a 12V AC adapter (for camera only) 

• a 1 5V AC adapter (for monitor only) 

Warning: Two AC adapters are included 
with the Wireless Video System. The AC 
adapters cannot be interchanged. Use the 
adapter labeled OUTPUT: 12V DC for the cam- 
era. Use the larger adapter labeled OUTPUT: 
15V DC for the monitor. 

Caution: This video monitoring system is for 
indoor use only. 


© 2000 Tandy Corporation. 

All Rights Reserved. 

RadioShack and RadioShack.com are trademarks used by Tandy Corporation. 
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□ Important Safety Instructions 


Before operating your system, please read 
all these safety and operating instructions 
completely and then retain for future refer- 
ence. 

To prevent entanglement, never place the 
camera in a crib or playpen. 

Do not place the camera on any surface or 
mount it on any wall where the camera and 
its AC adapter cord are within the reach of a 
baby. 

Keep the camera and monitor out of the 
reach of children. 

Never use the camera or monitor near water. 
For example, do not use near a bathtub, 
washbowl, laundry tub, kitchen sink, or in a 
wet basement, and so on. 

Disconnect the AC adapters from wall outlets 
during long periods of non-use. 

Position the camera, monitor and AC adapt- 
ers to allow adequate ventilation. 

Keep the camera out of direct sunlight. 

To prevent overheating, keep the camera, 
monitor and AC adapters away from heat 
sources such as radiators, heat registers, 
stoves or other appliances (including amplifi- 
ers) which produce heat. 

Use only the AC adapters provided. Use of 
any others may damage the camera and/or 
monitor. 

Plug into an electrical outlet with standard 
household power (120V AC outlet). 

Changes or modifications not approved by 
RadioShack could void user’s authority to 
operate the equipment. 


Important Note: Remember that you are us- 
ing public airwaves when you use the system 
and that sound and video may be broadcast 
to other 2.4 GHz receiving devices. Conver- 
sations, even from rooms near the camera, 
may be broadcasted. To protect the privacy 
of your home, always turn the camera off 
when not in use. 


Important Safety Instructions 
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□ A Quick Look at the Video System 



Power Indicator — Lights when the camera is ON. 


Antenna — Transmits audio and video signals 
the camera captures to the monitor’s antenna. 
See "Orienting Antennas for Optimal Perfor- 
mance” on Page 6. 



f«) 


Lens Focus Control Knob — Lets you 
adjust the camera's focus. 


Lens 


Night Vision Light-Emitting Diodes (LEDs) — The 

automatic night vision LEDs allow the camera to see, 
even in a completely darkened room! 

Note: The video image displayed on the monitor may 
appear “snowy” when the camera is operating in dark- 
ness or very low light levels. 


Microphone — Provides clear audio pick-up. 




Set the camera and the monitor to the same 


A Quick Look at the Video System 
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Antenna — receives audio and video signais from 
the camera. See “Orienting Antennas for Optimai 
Performance” on Page 6. 


V-HOLD — stops verticai roli in the monitor picture. 


CONTRAST — adjusts the monitor picture's con- 
trast. 


BRIGHTNESS — adjusts the monitor picture’s 
brightness. 


VOLUME/Power Control — lets you turn the 
monitor on or off and adjust the monitor’s sound. 


DC 1 5V Jack — Connect the 1 5V AC adapter here. 



Auto-Sequence Function Switch — lets you setup up to four cameras and four monitors on four different 
channels to monitor a series of rooms for maximum supervision of the house (or office). 


Important Note: Your Wireless Video System is factory preset for one-monitor use. If you install only one 
monitor, this switch is covered with a caution label asking you not to change this switch's position. 


A Quick Look at the Video System 
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□ Installation 

Select an indoor location for the camera that 
provides a clear view of the area you want to 
monitor, is free from dust, and is not in line- 
of-sight with a strong light source or in direct 
sunlight. 

MOUNTING THE CAMERA 

Have a person set the camera on the desired 
surface or hold the camera against the wall 
at the selected mounting area, while another 
person moves the monitor to various loca- 
tions throughout the house to check recep- 
tion. (See “Troubleshooting” on Page 8.) You 
may need to select a different location in the 
room for mounting the camera. 

On a Flat Surface 

You can place the camera on a desk or any 
level surface. Select a location that is near 
an AC outlet within reach of the AC adapter 
cord. 

On a Wall 

Drive a screw (not supplied) into the wall so 
the head extends about ^/ie inch (5 mm) from 
the wall. Place the keyhole slot over the 
screw, and slide the camera down to secure 
it. Adjust the camera’s viewing angle, if nec- 
essary. 

SETTING UP THE WIRELESS 
VIDEO SYSTEM 

1 . Set the camera and monitor to the same 
channel (1 2 3 or 4). 

2. Plug the AC adapter marked 15V DC into 
the DC 15V jack on the back of the moni- 
tor. 


3. Plug the AC adapter cord marked 12V 
DC into the 12V DC jack on the back of 
the camera. 

4. Plug both AC adapters into standard AC 
outlets. 

5. Rotate VOLUME/OFF/MAX on the monitor 
clockwise to turn it on. 

6. Slide OFF/ON on the camera to ON. The 
power indicator lights. 

7. Position the camera antenna so it points 
to the monitor antenna. (See “Orienting 
Antennas for Optimal Performance” to 
position both antennas properly.) 

8. Adjust the angle and focus of the cam- 
era lens for the best view, as necessary. 

9. Adjust VOLUME/OFF/MAX to the desired 
listening level. 

10. Adjust the video image using V-HOLD 
(vertical hold), CONTRAST, and BRIGHT- 
NESS, as necessary. 

ORIENTING ANTENNAS FOR 
OPTIMAL PERFORMANCE 

The system broadcasts its audio and video 
using directional antennas, which should 
face one another for the best results. The 2.4 
GHz antennas have been designed to pivot 
and have limited rotation in either clockwise 
or counterclockwise directions. 

Warning: See instructions shown below for 
rotating antennas. Rotating antennas beyond 
the specified range will result in permanent 
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damage to both antennas and the mechani- 
cal stop. Neither antenna rotates freely 360°. 



In most cases, both the monitor’s and the 
camera’s antennas’ flat pitted surfaces 
should face toward one another. However, 
since all rooms are different, you may need 
to make minor adjustments, as necessary. If 
the camera and monitor are less than 10 feet 
apart, keep the antennas flat in their casings. 


AUTO-SEQUENCE 
FUNCTION AND SETTING 

There is an auto-sequence switch on the 
back of the monitor for setting up multiple 
cameras. Your system is factory preset to 
one camera and monitor. (If you install only 
one camera/monitor set, do not take off the 
caution label covering the switch.) If you 
install more than one camera, take off the 
label to setup auto-sequence. 

You can install up to four cameras on four 
different channels to monitor a series of 
rooms for maximum supervision of the house 
or office. To turn on auto-sequence for the 
desired channels, set the dip-switches ac- 
cording to the following chart. 

Note: When you set the 4/1 dip switch to ON 
to turn off auto-sequence, slide all of the oth- 
er dip switches to OFF. If one or more of the 
dip-switches remain ON, auto-sequence con- 
tinues on these channels. 


Dip Switch 
Function 

1 

2 

3 

4 

4/8 

4/1 

OFF 

Disables 
channel 1 
display. 

Disables 
channel 2 
display. 

Disables 
channel 3 
display. 

Disables 
channel 4 
display. 

Displays at 4 sec- 
ond intervals. 

Enables the 
auto-sequence 
function, but 
disables the 

CH 1 234 

switch. 

ON 

Enables 
channel 1 
display. 

Enables 
channel 2 
display. 

Enables 
channel 3 
display. 

Enables 
channel 4 
display. 

Displays at 8 sec- 
ond intervals. 

Enables the 
CH 1 234 

switch, but dis- 
ables the auto- 
sequence 
function. 




Installation 
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MONITOR TO AN FUNCTION 

The system’s monitor has audio/video out- 
puts to transfer the picture and sound from 
the monitor to a TV, for a large screen dis- 
play. Connect the monitor’s AUIDO and VID- 
EO outputs to the TV’s A/V input, or to a 


You can find A/V cable at your local Ra- 
dioShack store. 

USING HEADPHONES 

For private listening, connect headphones 
with Vs-inch (3.5-mm) plug to the O jack. 


VCR’s A/V input, to record for later viewing. 

You can find headphones at your local Ra- 
dioShack store. 

□ Troubleshooting 

Symptoms 

Suggestions 

No power is supplied to the camera or monitor. 

Make sure all power cords are connected properly. 


Make sure the correct AC adapter is connected to the 
correct jack. 


Make sure that both the camera and the monitor are 
turned on. 

No sound or picture. Noisy sound or picture. 

Make sure that the channel switches are set the same 
channel. 


Make sure that there is no interference from items 
such as a microwave oven, TV, or radio. Either relo- 
cate the signal-interfering item, or relocate the moni- 
tor and camera. 


Change the channel on both the camera and the 
monitor. 


The monitor is out of range of the camera. Relocate 
the monitor closer to the camera. 


Adjust the antenna position for both the camera and 
the monitor. 





8 


Troubleshooting 




49'2530.fm Page 9 Saturday, May 6, 2000 11:14 AM 


THE FCC WANTS YOU TO 
KNOW 

Your monitor might cause interference on 
other radio/TV devices, even when it is oper- 
ating properly. To determine whether your 
monitor is causing the interference, turn off 
your monitor. If the interference goes away, 
your monitor is causing it. Try to eliminate 
the interference by: 

• moving your monitor away from the 
other device 

• connecting your monitor to an outlet that 
is on a different electrical circuit from the 
other device 


• contacting your local RadioShack store 
for help 

If you cannot eliminate the interference, the 
FCC requires that you stop using your moni- 
tor. 

This device complies with Part 1 5 of the FCC 
Rules. Operation is subject to the following 
two conditions: 

(1) This device may not cause harmful inter- 
ference, and (2) this device must accept any 
interference received, including interference 
that may cause undesired operation. 


□ Care and Maintenance 


Your RadioShack 2.4 GHz Wireless Monitor System is an example of superior design and crafts- 
manship. The following suggestions will help you care for your system so you can enjoy it for 
years. 



Keep the system dry. If it gets wet, wipe it dry immediately. Liquids might contain 
minerals that can corrode the electronic circuits. 



Use and store the system only in normal temperature environments. Temperature 
extremes can shorten the life of electronic devices and distort or melt plastic parts. 



Keep the system away from dust and dirt, which can cause premature wear of 
parts. 



Handle the system gently and carefully. Dropping it can damage circuit boards and 
cases and can cause the system to work improperly. 



Wipe the system with a damp cloth occasionally to keep it looking new. Do not use 
harsh chemicals, cleaning solvents, or strong detergents to clean the system. 


Modifying or tampering with the system's internal components can cause a malfunction and 
might invalidate its warranty and void your FCC authorization to operate it. If your system is not 
performing as it should, take it to your local RadioShack store for assistance. 


Care and Maintenance 
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□ Specifications 

Monitor 

Video System 

Receiver Frequency 

Max. Range (dear iine of sight) 

Receiver Antenna 

Receiver Sensitivity 

Audio 

Maximum Output 

THD output 10% 

Video 

Horizontai Puii-in 

Horizontai Hoid 

Verticai Range 

Linearity 

Pincushion V/H 

Barrei Dist V/H 

Keystance Dist 

Scan Redispiay Rate 

Resoiution at Center 

Luminance Max 

Current Consumption 

Power Suppiy 

Camera (CMOS) 

Video System: 

Transmitter Frequency 

Max. Range (dear iine of sight) 

Transmitter Antenna 

Transmitter Sensitivity 

Picture of Coior 

Opticai Size 

Number of Effective Pixeis 

Scanning System 

Resoiution (TV iine) 


NTSC 

.... 2.4 GHz-2.4835 GHz 

300 feet 

Directionai 

-25 to -85 dBm at 25°C 

800 mW 

500 mW 

+200 Hz, -200 Hz 

+400 Hz, -400 Hz 

6 Hz 

VI 5% 

H 15% 

3% 

3% 

3% 

V 90% 

H 90% 

V 300 Lines 

H 350 Lines 

lOOcd/m^ 

1120 mA 

DC 15V 

NTSC 

... 2.4 GHz-2.4835 GHz 

300 feet 

Directionai 

OdBm FCC 

B/W 

Vs inch 

320x240 

2:1 interiace 

240 (horizontai) 
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Auto Exposure 1/60-1/6000 sec 

Gamma correction Auto 

Backlight Compensation Auto 

IR Light Distance 1-2m 

Microphone Sensitivity 2-3m 

White Balance Auto 

Number of Channels 4 

Current Consumption 500 mA 

Power Supply DC 12V 

Camera Dimensions (HWD — antenna flush with casing) 3^®/i6 x 4^®/i6 x 3^/4 in 

(100 X 125 X 96 mm) 

Camera Weight 10.5 oz 

(300 g) 

Monitor Dimensions (HWD — antenna flush with casing) 6^/8 x 5^/4 x /''Vie in 

(168 X 145 x 195 mm) 

Monitor Weight 3.48 lb 

(1.58 kg) 


Specifications 
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Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in material and workman- 
ship under normal use for ninety (90) days from the date of purchase from RadioShack company- 
owned stores and authorized RadioShack franchisees and dealers. EXCEPT AS PROVIDED 
HEREIN, RadioShack MAKES NO EXPRESS WARRANTIES AND ANY IMPLIED WARRANTIES, 
INCLUDING THOSE OF MERCHANTABILITY AND FITNESS FOR A PARTICULAR PURPOSE, 
ARE LIMITED IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES 
CONTAINED HEREIN. EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABIL- 
ITY OR RESPONSIBILITY TO CUSTOMER OR ANY OTHER PERSON OR ENTITY WITH RE- 
SPECT TO ANY LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE 
OR PERFORMANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WAR- 
RANTY, INCLUDING, BUT NOT LIMITED TO, ANY DAMAGES RESULTING FROM INCONVE- 
NIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT OR ANY INDIRECT, 
SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, EVEN IF RadioShack HAS BEEN AD- 
VISED OF THE POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow limitations on how long an implied warranty lasts or the exclusion or limita- 
tion of incidental or consequential damages, so the above limitations or exclusions may not apply to 
you. 

In the event of a product defect during the warranty period, take the product and the RadioShack 
sales receipt as proof of purchase date to any RadioShack store. RadioShack will, at its option, un- 
less otherwise provided by law: (a) correct the defect by product repair without charge for parts and 
labor; (b) replace the product with one of the same or similar design; or (c) refund the purchase 
price. All replaced parts and products, and products on which a refund is made, become the prop- 
erty of RadioShack. New or reconditioned parts and products may be used in the performance of 
warranty service. Repaired or replaced parts and products are warranted for the remainder of the 
original warranty period. You will be charged for repair or replacement of the product made after the 
expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of God, abuse, 
accident, misuse, improper or abnormal usage, failure to follow instructions, improper installation or 
maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs 
other than those provided by a RadioShack Authorized Service Facility; (c) consumables such as 
fuses or batteries; (d) cosmetic damage; (e) transportation, shipping or insurance costs; or (f) costs 
of product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from 
state to state. 

RadioShack Customer Relations, 200 Taylor Street, 6th Floor, Fort Worth, TX 76102 
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